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Mine Safety and Health Admin., Labor § 75.1916 

(3) The method of evaluation and in-
terpretation of the results; 

(4) The concentration or changes in 
concentration of carbon monoxide that 
will indicate a change in engine per-
formance. Carbon monoxide concentra-
tion shall not exceed 2500 parts per mil-
lion; and 

(5) The maintenance of records nec-
essary to track engine performance. 

(h) Recordkeeping. Records required 
by paragraphs (f)(2) and (g)(5) shall be— 

(1) Recorded in a secure book that is 
not susceptible to alteration, or re-
corded electronically in a computer 
system that is secure and not suscep-
tible to alteration; and 

(2) Retained at a surface location at 
the mine for at least 1 year and made 
available for inspection by an author-
ized representative of the Secretary 
and by miners’ representatives. 

(i) Diesel-powered equipment must be 
maintained in accordance with this 
part as of November 25, 1997. 

§ 75.1915 Training and qualification of 
persons working on diesel-powered 
equipment. 

(a) To be qualified to perform main-
tenance, repairs, examinations and 
tests on diesel-powered equipment, as 
required by § 75.1914, a person must suc-
cessfully complete a training and qual-
ification program that meets the re-
quirements of this section. A person 
qualified to perform these tasks shall 
be retrained as necessary to maintain 
the ability to perform all assigned die-
sel-powered equipment maintenance, 
repairs, examinations and tests. 

(b) A training and qualification pro-
gram under this section must: 

(1) Be presented by a competent in-
structor; 

(2) Be sufficient to prepare or update 
a person’s ability to perform all as-
signed tasks with respect to diesel- 
powered equipment maintenance, re-
pairs, examinations and tests; 

(3) Address, at a minimum, the fol-
lowing: 

(i) The requirements of subpart T of 
this part; 

(ii) Use of appropriate power package 
or machine checklists to conduct tests 
to ensure that diesel-powered equip-
ment is in approved and safe condition, 
with acceptable emission levels; 

(iii) Proper maintenance of approved 
features and the correct use of the ap-
propriate maintenance manuals, in-
cluding machine adjustments, service, 
and assembly; 

(iv) Diesel-powered equipment fire 
suppression system tests and mainte-
nance; 

(v) Fire and ignition sources and 
their control or elimination, including 
cleaning of the equipment; 

(vi) Safe fueling procedures and 
maintenance of the fuel system of the 
equipment; and 

(vii) Intake air system maintenance 
and tests. 

(4) Include an examination that re-
quires demonstration of the ability to 
perform all assigned tasks with respect 
to diesel-powered equipment mainte-
nance, repairs, examinations and tests; 
and 

(5) Be in writing. The written pro-
gram shall include a description of the 
course content, materials, and teach-
ing methods for initial training and re-
training. 

(c) Recordkeeping. The operator shall 
maintain a copy of the training and 
qualification program required by this 
section and a record of the names of all 
persons qualified under the program. 

(1) The record of the names of quali-
fied persons shall be made in a manner 
that is not susceptible to alteration, or 
recorded electronically in a computer 
system that is secure and not suscep-
tible to alteration. 

(2) The training and qualification 
program and record of qualified persons 
are to be kept at surface location of 
the mine and made available for in-
spection by an authorized representa-
tive of the Secretary and by miners’ 
representatives. 

§ 75.1916 Operation of diesel-powered 
equipment. 

(a) Diesel-powered equipment shall 
be operated at a speed that is con-
sistent with the type of equipment 
being operated, roadway conditions, 
grades, clearances, visibility, and other 
traffic. 

(b) Operators of mobile diesel-pow-
ered equipment shall maintain full 
control of the equipment while it is in 
motion. 
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